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Kai’li™ Red
HIGH LAUNCH, MID SPIN

WOOD  SHAFTS

Shaft Name Flex Length (in) Weight (g) Tip OD (in) Tip (in) Butt OD(in) Torque (deg) Kick Pt.
Kai’li™ Red 50 A 46 52 0.335 3 0.626 6.2 Low

Kai’li™ Red 50 R 46 54 0.335 3 0.628 6.2 Low

Kai’li™ Red 50 S 46 56 0.335 3 0.630 6.0 Low

Kai’li™ Red 60 R 46 64 0.335 3 0.634 4.3 Low

Kai’li™ Red 60 S 46 66 0.335 3 0.636 4.2 Low

Kai’li™ Red 60 X 46 67 0.335 3 0.636 4.1 Low

Kai’li™ Red 60 TX 46 68 0.335 3 0.638 3.5 Low

Kai’li™ Red 70 S 46 70 0.335 3 0.634 4.0 Low

Kai’li™ Red 70 X 46 72 0.335 3 0.636 3.9 Low

Kai’li™ Red 70 TX 46 74 0.335 3 0.638 2.9 Low

Kai’li™ Red 80 TX 46 80 0.335 3 0.640 2.7 Low

SHAFT SPECIFICATIONS

The Kai’li™ Family has been completed with the release of the high-launch, mid-spin Kai’li™ Red — proof positive that low torque 

stability is not restricted to low-launch, low-spin performance. Indeed, the Kai’li™ Red series accomplishes super low torque 

performance, comparable to its siblings White and Blue, despite producing higher launch and spin conditions. Built with aero-

space-grade MR70 material for maximum strength and Super Low Resin Content prepreg for feel, Kai’li™ Red creates different 

launch characteristics than Blue and White through the use of a softer tip flex and higher balance point. Kai’li™ Red is built for the 

golfer seeking speed and deep power off the tee who also prefers a higher launch angle.

1 All shafts are designed to be butt trimmed to length.
2 Shaft installation should only be completed by a qualified, trained club builder. To find an authorized Mitsubishi Chemical account in your area please visit our dealer locator.

INSTALLATION  |  TIP TRIMMING INSTRUCTIONS

Driver 3 Wood 5 Wood 7 Wood 9 Wood

0" 0.5" 0.75" 1.0" 1.0"

Driver Speed MPH/YDS <80/<210 81-90/210-230 85-95/220-250 91-105/241-259 >106/>260

Kai’li™ Red 50 A R R/S

Kai’li™ Red 60 R R/S S X/TX

Kai’li™ Red 70 S X/TX

Kai’li™ Red 80 X/TX

FITTING GUIDE

KEY FEATURES  

• Designed to be incredibly responsive and explosive to suit the modern golf athlete

• Built with MR70-reinforced tip section for maximum stability

• Softer tip flex, higher balance point, same low torque


